
Stormwater

Pond

This pond is in our care.

Runoff is held here after storms. It is

released slowly or stored until the next

storm when it is replaced by incoming

flows. This helps prevent downstream

flooding and erosion and helps clean the

water. For more information or to report

littering, vandalism or other problems,

call:

TEL No._____

Pond Name and Number
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Please see http://www.ecy.wa.gov/copyright.html for copyright notice including permissions,
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 Example of Permanent Surface

Water Control Pond Sign
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NOT TO SCALE

Sample Specifications:

Size: 48 inches by 24 inches

Material: 0.125-gauge aluminum

Face: Non-reflective vinyl or 3 coats outdoor enamel (sprayed).

Lettering: Silk screen enamel where possible, or vinyl letters.

Colors: Beige background, teal letters.

Type face: Helvetica condensed. Title: 3 inch; Sub-Title: 1 

1

2

 inch; Text: 1 inch; Outer Border:; 

1

8

 inch; Border

Distance from Edge: 

1

4

 inch; all text 1 

3

4

 inch from border.

Posts: Pressure treated, beveled tops, 1 

1

2

 inch higher than sign.

Installation: Secure to chain link fence if available. Otherwise install on two 4" x 4" posts, pressure treated, 

mounted atop gravel bed, installed in 30-inch concrete filled post holes (8-inch minimum diameter).

Top of sign no higher than 42 inches from ground surface.

Placement: Face sign in direction of primary visual or physical access. Do not block any access road. Do not 

place within 6 feet of structural facilities (e.g. manholes, spillways, pipe inlets).

Special Notes: This facility is lined to protect groundwater (if a liner that restricts infiltration of stormwater exists).
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